What is claimed is: 

1. A nail box of a nail driver comprising: 

a main casing; a lower side of the main casing being firmly secured 
with a first magnetic element; 

a sub-casing pivotally installed to the main casing as so to form a 
casing; a lower .side of the sub-casing being formed with an inclined 
resisting portion; 

a receiving unit for receiving a plurality of nails; a lower side of the 
receiving unit being firmly secured with a second magnetic element; one 
lateral side of a lower portion of the receiving unit being formed with a 
push portion corresponding to the inclined resisting portion of the 
sub-casing; 

wherein the receiving unit is installed below the main casing and 
received in the casing; the same polarity of magnetic elements of the 
receiving unit and the main casing are oppositely arranged so as to 
generate an impulsive force which are used for separating the main casing 
and the sub-casing; the inclined resisting portion and the push portion 
serves to retain the receiving unit in the casing. 

2. The nail box of a nail driver as claimed in claim 1, wherein a lower 
side of the receiving unit has an inclined portion for preventing the 
inclined portion from over-turning. 

3. The nail box of a nail driver as claimed in claim 1, wherein an 
adjustable receiving disk is installed in the receiving unit for installing 
nails of different sizes. 

4. The nail box of a nail driver as claimed in claim 1, wherein at least 



two scale lines are installed at an inner side of the main casing as a 
reference in adjustment of the receiving disk. 
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